SETTING UP THE ZOLL AED3®
To ensure consistency, the Alabama Council of EMS has determined a universal configuration file for all AEDs purchased under this grant.  This file will be provided to each agency to download onto a USB drive.  Each agency will need to add their own Wi-Fi connection point to the AEDs.  This document will guide you through importing the provided configuration file, uploading said file to the AED3, and adding your department’s Wi-Fi information.
First, let’s upload the AED3 configuration.

[bookmark: _Hlk157366991]Importing the AED3 Configuration Files
· [image: ]Press and hold power button for 10 seconds, then release
      Screen will briefly turn white, followed by ZOLL screen
· Select the Settings icon   [image: A screenshot of a computer

Description automatically generated]
· Select the Supervisor menu   [image: ]
· Enter the supervisor code, then press OK.  Your default code is 123456
· Insert the USB drive into the USB port, located at the rear of the device, above the battery and below the handle.  Wait for USB symbol to appear at bottom, left-hand corner of screen before continuing.  Should take 10-15 seconds.
· Select Import Files icon  [image: ]
· Select Configuration, press OK
· Select Clinical Configuration, press OK
· Select Communications Configuration, press OK

The configuration import is now complete.  Next, enter your agency’s Wi-Fi information.  You can enter up to 25 Wi-Fi access points.  For convenience, this information is available on a step-by-step video at the weblink below.  Alternatively, the PowerPoint provided during training has a scannable QR code. Fast-forward to 7:15.  
Link: https://www.zoll.com/contact/elearning/videos/zoll-aed-3

After entering and testing all needed Wi-Fi access points, this AED is not fully configured.  Insert a new USB drive (or delete the previous USB drive and re-insert) to avoid using the wrong files going forward.  We will now save the new configuration file (with Wi-Fi access points) to the USB.

Exporting Your New AED3 Configuration Files With Wi-Fi Added
· [image: A screenshot of a computer

Description automatically generated]Return to the main Supervisor menu screen (see directions above, if needed)

· Select Export Files icon  [image: ]
· Select Configuration, press OK
· Select Configuration, press Save (USB)

You can now use the USB to configure all other devices.  Follow the instructions on page one, under Importing the AED3 Configuration File

IF YOU NEED ASSISTANCE WITH CONFIGURING YOUR AED3 FOR COMMUNICATIONS, PLEASE CONTACT ZOLL TECHNICAL SUPPORT AT (800) 348-9011.
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STEP 1 Turn on ZOLL AED 3 Defibrillator
Press the On/Off button in the upper left corner of the AED to turn it on.

On/Off button

STEP 2 Press Child Selection button (if needed)

If the patient does not meet the definition of a “Child” (see below),
proceed to step 3.

Press the Child Selection button on the bottom right side of the
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Configuration
feon 2. If you are transferring data:

« Using a wireless connection, go to step 3.

« Using a USB flash drive, insert the flash drive into the USB
* & connector on the back of the AED. The USB icon appears in the
USB icon status bar at the bottom of the display screen.

3. Press the Export Files icon and select one of the following clinical
patient file options:

« Clinical Archives (all) -- includes up to two stored patient files.
E""Ci':‘c,:"es o Clinical Archives (new) - includes the most recent stored
patient file.

A green check displays next to the option you have selected.
4. Press Save (USB) or Send (Wi . When the AED has finished
transferring data, it displays the prompt, DATA TRANSFER
COMPLETE.
You can transfer clinical archives (patient data) for use with ZOLL
RescueNet Code Review software or Case Review software (over Wi-Fi
using ZOLL Online).

ZOLL AED 3 Operator’s Manual

AE0E R 5.

<l @ ()




image1.png
I g

]

| I




image2.png
AED3 Administrator's Guide.pdf - Adobe Acrobat Reader (64-bit) - X
File Edit View Sign Window Help

Home  Tools AED3 Administrator... X @ Sign In

w ® 8 Q ® @ v AP OO = { T B L& A = ]
Search tools

AED Management Mode

Press icon [ export POF ~

€ to enter Rescue
Select Operating Mode sh'd| Mode Adobe Export PDE @

Convert PDF Files to Word
or Excel Online

Press icon to i
Press icon Select PDF File

enter Rescue @ to access
Mode ' configuration AED3 Admi... Guide.pdf X
settings

Microsoft Word (“docy) ¥

Press information Current time Document Language:
i 7 English (US) Change
icon to show Device D Unit OK

data such as
defibrillation pad

Display message

Battery icon

shows remaining ~ USB icon %nittt_j:vice

battery life displays when ~ 'GENtiTer
USB device is =2 Fdit PDF v
connected

Convert, edit and e-sign PDF
forms & agreements

826 PM
H O Type here to search - )4 2s/2004




image3.emf

image9.jpg




